
 

INSPECTION CHECKLIST 

DISABLED ACCESS REGULATIONS 

This checklist is to be used only as a general reference guide. 

It is not intended to be a complete listing of all regulations. 

Please refer to the actual law for completeness and accuracy. 

Title 24 Part 2 Building 

Title 24 Part 3 Electrical 

Title 24 Part 5 Plumbing 
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APPLICATION: 

Accessibility to public buildings, commercial buildings and publicly funded housing. Group 

occupancies included are A, B, E, F, H, I, M, R (hotels, motels, Inn, dormitories, resorts, 

homeless shelters, halfway houses, transient group homes and similar places of transient 

lodging), S, and outdoor occupancies, such as parks and recreational areas, campsites, beach 

picnic areas, boat docks, and nature trails. For application to privately funded housing, refer to 

Chapter 11-A of the California Building Code, Volume 1.  

CODE REFERENCE: CALIFORNIA BUILDING CODE, VOLUME 1, CHAPTERS 10 AND 11B  

AN IMPORTANT NOTE: 

The contents of all illustrations of this bulletin are taken from the California Building Code, Volume 

1, Chapters 10 and 11B. The users of this bulletin should be aware that this bulletin is intended 

only as an aid to the basic understanding of the regulations and that to fully understand and apply 

these regulations, they must refer to the code reference stated above.  

NEW BUILDINGS  
 

GENERAL CONCEPT: 

Provide path of travel from handicapped parking spaces to all accessible elements and spaces, 

such as walks, sidewalks, curb ramps and pedestrian ramps, lobbies and corridors, elevators, 

sanitary facilities, other improved areas or necessary combinations thereof that provide free and 

unobstructed access to and from a particular area or location for pedestrians and/or wheelchair 

users.  

ILLUSTRATION OF ACCESSIBILITY REGULATIONS  

ACCESSIBLE PARKING: 

Handicapped parking spaces shall be located on the shortest accessible route to an accessible 

entrance and they shall be so arranged that persons with disabilities are not compelled to wheel 

or walk behind parked cars other than their own. The required number of handicapped parking 

spaces shall be in accordance with table below.  

TOTAL REQUIRED MINIMUM HANDICAPPED SPACES REQUIRED 

1 to 25  1 van accessible space  

26 - 50  2 including 1 van accessible space  

51 - 75  3 including 1 van accessible space  

76 - 100  4 including 1 van accessible space  

101 - 150  5 including 1 van accessible space  

151 - 200  6 including 1 van accessible space  

201 - 300  7 including 1 van accessible space  

301 - 400  8 including 1 van accessible space  

401 - 500  9 including 1 van accessible spaces  

501 - 1000  2% of total  

1001 - ?  20 + 1 per 100 or fraction, thereof, over 1000. 1 van accessible 
space per 6 accessible spaces.  
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EXTERIOR ROUTES OF TRAVEL:  

From handicap parking spaces, provide most practical direct accessible route of travel to all 
building entrances and exterior ground level exits by incorporating pedestrian ramps, walks, and 
sidewalks. Any path of travel will be considered a ramp if its slope is greater than 1:20 (5 percent) 
of horizontal run. 

WALKS AND SIDEWALKS REQUIREMENTS: 
  
ü Width = 48" 
ü Slope = 1 in 20 max. 
ü Change in level = Max 1/2", 1/4" - 1/2" beveled (1:2) 1 vertical to 2 horizontal 
ü Cross slope = 1 in 48 Max 
ü Level areas at doors and gates = 60" depth" pull side and  48" deep on push side 

ü Exterior pull side strike edge clearance = 24" 

ü Hand rail not required 
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RAMP REQUIREMENTS: 
 
ü Width = As required for stairways and exits and min 48" 
ü Slope = Max 1:12 (1:14 or less preferred) 
ü Cross slope = Max 1:48 
ü Landing = See illustration below 
ü Hand rail = Required with slope >1:20 
ü Hand rail height = 34" to 38" 
ü Hand rail grip = Circular cross section 1 1/4" minimum and 2ò maximum diameter 
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HANDRAILS: 
 
ü Grip = 1 1/4" - 2" or equivalent shape 
ü Risers = open risers are not permitted 
ü Height = 34" - 38" 
ü Extension at top = 12" past top nosing 
ü Extension at bottom = 12" + tread width 
ü Mounting = 1 1/2" space from wall 
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STAIRWAYS: 
 
Construction of stairway shall comply with the standards stated below regardless of whether 
access is provided via elevators. 
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DOORS:  
 
All entrances and exterior and interior exit doors regardless of the occupant load shall be made 
accessible to persons with disabilities. 
 
ü Size = Min 3ô-0ò wide (32ò clear when 90Á open) and 6ô-8ò in height. 
ü Door hardware = operable with a single effort without requiring ability to grasp hardware. 
ü Effort to operate doors = 5 pounds at exterior doors and 5 pounds at interior doors 
ü Door hardware height = 30ò ï 44ò above floor. 
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VESTIBULE 
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BATHING AND TOILET FACILITIES:  
 
All sanitary facilities that serve buildings, facilities or portion of buildings that are required by 

handicapped regulations to be accessible to persons with disabilities shall comply. Separate 

facilities are required where provided for the non disabled. Where unisex facilities are provided for 

the non disabled, such unisex facilities shall be provided for persons with disabilities. Where 

facilities are to be used solely by small children, the specific heights may be adjusted to meet 

their accessibility needs.  

TOILET ROOM FIXTURES AND ACCESSORIES:  
 
ü Water closet height = Min. 17" to max. 19" 
ü Water closet flush control = Max. 44" above floor. 
ü Circular grab bars = 1 1/4" o - 1 1/2" o mounted at 33" min - 36ò max above floor with 1 

1/2" wall clearance. 
ü Towel, sanitary napkins and waste receptacles = Max. 40" above floor. 
ü Wall hung urinal = Min. 13 ½ " from wall and 17" above floor with operable control at max. 

44" above the floor. 
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