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P102  GOVERNING STANDARDS 
P102.1  Federal. 
The Americans with Disabilities Act of 1990 (ADA) is a civil rights law that prohibits 
discrimination against people with disabilities. Implementing regulations for Title II of the ADA 
prohibit discrimination in the provision of services, programs, and activities by state and local 
governments. This includes ensuring the design and construction of pedestrian facilities in the 
public right-of-way (PROW) to be usable by people with disabilities. The enforceable federal 
regulations include the 2010 ADA Standards for Accessible Design (ADAS) and the 
implementing regulations of 28 CFR parts 35 and 36. Additionally, the Public Rights-of-Way 
Accessibility Guidelines (PROWAG) are the accessibility standards within the public right-of-
way that are currently proposed for final rulemaking by the United States Access Board. Once 
adopted by the Department of Justice, these standards will be enforceable under federal law. 

P102.2  State. 
Title 24 of the California Code of Regulations (California Building Code (CBC) Part 2). Based 
on the authority within the California Government Code, Section 4450 and the California Code 
of Regulations, Title 24, Section 1.9, all building, structure, sidewalks, curbs, and related 
facilities shall be accessible to and usable by persons with disabilities. The pubic rights-of-way 
(PROW) is subject to Chapter 11B of Title 24 of the CBC. 

P102.3  Applicability in the PROW.  
Federal, state, and local accessibility standards apply to all public pedestrian facilities, including 
those located in the PROW. State and federal accessibility regulations set minimum 
requirements, both scoping and technical, for the design and construction of new or altered 
facilities. [CA Gov. Code 4450, 2010 ADAS Introduction, PROWAG R101.1] 

P102.4  City Authority. 
The ADA provides for local jurisdictions to have the authority to establish and follow standards 
that provide greater accessibility than the required minimums in the regulations. [28 CFR 
35.103(b)] 

P102.5  Order of Precedence. 
Where there is a conflict between the requirements of Governing Standards, the requirement 
that provides the most pedestrian accessibility shall prevail and be used in the design and 
construction of pedestrian facilities. [CBC 1.1.7.3] 

P102.6  General and Specific Requirements. 
Within an individual governing standard, specific requirements shall take precedence over 
general requirements. [CBC 1.1.7.2] 
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�^���������^�^�/���>���� �W�������^�d�Z�/���E�� �^�/�'�E���>�_ is a device that communicates information about 
pedestrian signal timing in non-visual format such as audible tones, speech messages, and/or 
vibrating surfaces [CA-MUTCD, 1A.13] 

�^�������Y�h���d���_��means compliant with all current accessibility requirements. 

�^���>�d���Z���d�/�K�E�_ is a change to an existing facility that affects or could affect the usability of all 
or part of the facility. [28 CFR 35.151(b)] 

�^���>���E�������� �d�Z���E�^�/�d�/�K�E�_ is a raised pedestrian street crossing, depressed corner or similar 
connection that has a slope of 1:20 or less between a circulation path at the level of the 
sidewalk or walk and the level of a vehicular way. [DSA-AC] 

�^���/�Z���h�>���d�/�K�E���W���d�,�_ is an exterior or interior way of passage provided for pedestrian travel, 
including but not limited to walks, sidewalks, hallways, courtyards, elevators, platform lifts, 
ramps, stairways, and landings. [DSA-AC] 

�^���K�D�W�>�/���E�d�_��means meets all accessibility requirements in effect at the time of construction 
or alteration. 

�^���Z�K�^�^�t���>�<�_ is either: (a) That portion of a roadway included within the prolongation or 
connection of the boundary lines of sidewalks at intersections where the intersecting roadways 
meet at approximately right angles, except the prolongation of such lines from an alley across 
a street. (b) Any portion of a roadway distinctly indicated for pedestrian crossing by lines or 
other markings on the surface. Notwithstanding the foregoing provisions, there shall not be a 
crosswalk where local authorities have placed signs indicating no crossing. [CVC 275] 

� ĈROSS SLOPE�_ is the slope perpendicular to the direction of pedestrian travel. As the direction 
of pedestrian travel changes, so does the orientation of the cross slope. [DSA-AC] 

� ĈURB RAMP�_ is a sloping prepared surface, intended for pedestrian traffic, which provides 
access between a walk or sidewalk and a surface located above or below an adjacent curb face. 
[DSA-AC] 

�^�����d�����d�����>���� �t���Z�E�/�E�'�_ is a standardized surface feature built in or applied to walking 
surfaces or other elements to warn persons with visual impairments of hazards on a circulation 
path. [DSA-AC] 

� D̂ISABILITY�_��means (a) a physical or mental impairment that limits one or more of the major 
life activities of an individual, (b) a record of such an impairment, or (c) being regarded as 
having such an impairment. [28 CFR 35.104] 
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P202.2  Design Tolerances. 
CBC Advisory 11B-104.1.1. An element designed to be constructed at either the maximum 
or minimum permitted dimensions puts the construction at risk if construction errors result 
in a violation of the standards. It is good practice to specify a dimension less than the 
required maximum (or more than the required minimum) by the amount of the expected 
field or manufacturing tolerance and not to state any tolerance in conjunction with the 
specified dimension. In other words, dimensions noted in accessibility provisions as 
�^�u���Æ�]�u�µ�u�_ �}�Œ�� �^�u�]�v�]�u�µ�u�_ should not be considered dimensions for design, as they 
represent the limits of a requirement. To be sure that field tolerances result in usable 
construction, notes and dimensions in construction documents should anticipate expected 
tolerances so that a required dimensional range is not exceeded by the addition of a finish 
or a variation in construction practice. Specifying dimensions in design in this manner will 
better ensure that facilities and elements accomplish the level of accessibility intended by 
the provision. It will also more often produce an end result of strict and literal compliance 
with the stated requirements and eliminate enforcement difficulties and issues that might 
otherwise arise. 

Based on the above CBC advisory and dimensional tolerances for construction as noted in The 
Handbook of Design Tolerances, 2nd Edition by David Kent Ballast, the design measurement or 
dimension on plans shall incorporate at least the amount of the expected industry field 
tolerance or anticipated construction deviation. Constructed improvements will be evaluated 
based upon their compliance with Governing Standard dimensions and the technical 
specifications provided within this Policy, not with the design dimensions. 

P202.2.1  City of Chino Design Tolerances. 

P202.2.1.1  Minimum Clear Width. Design work shall account for the finishing and 
tooling practices that may reduce the usable area of a walking surface 
below the required clear width. Facilities constructed that do not 
comply with minimum clear width requirements due to finishing and 
tooling practices shall be remediated to comply. 

P202.2.1.2  Maximum Slope. Sidewalks and walks should be designed with a 
maximum designed running slope no greater than 1:25 (4.0%). Curb 
ramp runs should be designed with a maximum designed running slope 
no greater than 1:14 (7.2%). Curb ramp flares should be designed with 
a slope no greater than 1:11 (9.0%) measured parallel to the curb line. 
Cross slopes and maneuvering spaces shall be designed with a slope no 
greater than 1:67 (1.5%). All other pedestrian walking surfaces with 
maximum slope requirements shall be designed with slopes at least 
0.5% less than the maximum allowable slope. [U.S. Access Board, 
Dimensional Tolerances in Construction, 1.1] 
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P204.6.1  Compliance to the Maximum Extent Feasible. If full compliance is determined 
to be technically infeasible, compliance with Governing Standards is required 
to the maximum extent feasible. [28 CFR 35.151(b)(1), CBC 11B-202.3 
Exception 2, PROWAG R202.3.1, ADAS 202.3 Exception 2] 

P204.6.1.1  Accessible to Persons with Other Disabilities. If providing accessibility 
to individuals with certain disabilities (e.g., wheelchair users) would be 
technically infeasible, accessibility shall still be ensured to persons with 
other types of disabilities, (e.g., those who use crutches or who have 
sight, hearing, or cognitive disabilities). [28 CFR 36.402(c)] 

P204.6.2  Application for Finding of Technical Infeasibility. A finding of technical 
infeasibility is reserved for those circumstances where it is not structurally 
possible to alter a facility in compliance with minimum accessibility 
regulations. [28 CFR 35.151(b)(1)] 

P204.6.2.1  Qualifications. Technical infeasibility may only apply to alterations and 
does not apply to new construction. Technical infeasibility is considered 
relative to the planned scope of work. The acquisition of right of way, 
relocation of existing improvements, reconstruction of existing 
facilities, undergrounding or relocation of utilities, or the regrading of a 
site or roadway do not, in themselves, qualify an improvement as 
technically infeasible. Additionally, cost in itself does not qualify an 
improvement as technically infeasible. [ADAAG 4.1.6(1)(j)�U�� ���K�:�[�•�� ��������
Title II Technical Assistance Manual II-6.3100(4)] 

P204.6.2.2  Review. Determining technical infeasibility requires a site-specific 
assessment of constraints in relation to the planned scope of work. A 
request for the determination of technical infeasibility, shall be 
submitted in writing by a licensed professional civil engineer for review 
by the Accessibility Coordinator, Director of Public Works, and the City 
Engineer. 

P204.6.2.3  Determination. A ruling of technical infeasibility requires written 
approval by the City Engineer or their designee and final approval by 
City Council as the enforcing agency. Determination shall be recorded 
with the project file. [CA Gov. Code 4453, CBC 11B-202.3 Exception 2] 

P204.7  Transitions to Non-Compliant Improvements. 
Where altered facilities connect or abut existing adjacent improvements that are non-
compliant, the connection or abutment shall be made by means of a transition segment. 
[PROWAG R202.3.2] 
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P204.9.3.1  Curb Ramps. Where a crosswalk is altered, existing non-compliant curb 
ramps shall be made compliant or replaced. Where there are no curb 
ramps, they shall be designed and constructed new. [28 CFR 35.151(i)] 

P204.10  Alteration of Traffic Control Devices. 
The alteration of a traffic control device is any modification that changes the usability of an 
intersection or street for pedestrians or vehicles. [28 CFR 35.151(b)(1)] 

P204.10.1  Minor Alterations of Traffic Signals. Where minor alterations are made to a 
traffic signal only the alteration itself is required to comply with Governing 
Standards. [CBC 11B-202.3, PROWAG R202.3] 

P204.10.1.1  Examples. Minor alterations include, but are not limited to, the 
following: 

�x Addition of APS only 
�x Replacement of pedestrian signal head 
�x Replacement of damaged signal pole in kind. 
�x Relocation of existing PPB to accommodate curb ramps 
�x Signal controller repair 
�x Addition or repair of Opticom system, LPR, or CCTV 
�x Addition of battery backup to an existing installation 

P204.10.2  Major Alterations of Traffic Signals. Any alteration that is not minor in nature 
requires the pedestrian facilities at the altered intersection be made compliant 
with the current Governing Standards. Where a major alteration occurs to a 
traffic signal, accessible pedestrian signals (APS) shall be provided and the 
pedestrian facilities that provide access across the associated streets, 
roadways, or highways shall be made compliant with current accessibility 
standards. These pedestrian facilities may include curb ramps or other 
transitions, PPB with clear ground space, and crosswalks. [CBC 11B-202.3.3] 

P204.10.2.1  Examples. Major alterations include, but are not limited to, the 
following: 

�x Addition of a new pedestrian phase 
�x Addition of a new vehicle phase 
�x Upgrade of the signal controller 
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P204.10.3  Emergency Traffic Signal Alterations. Nothing in this Policy shall prevent City 
staff from installing traffic control devices to protect vehicle and pedestrian 
safety in emergency situations. Should an emergency traffic situation arise, 
which presents significant and immediate harm to vehicular or pedestrian 
traffic, the traffic alteration may be completed first and the required 
pedestrian improvements shall be designed and constructed in a timely 
manner at a later date. The timeline for completion shall be documented and 
communicated to the City Traffic Engineer and Accessibility Coordinator. 

P204.11  Alteration of Signage and Striping. 
The alteration of signage and striping includes any modification that changes the usability of 
the subject facility. [28 CFR 35.151(b)(1)] 

P204.11.1  Stop Sign Installation. The installation of a stop sign where one did not 
previously exist requires the pedestrian facilities within the intersection be 
made compliant with Governing Standards. [28 CFR 35.151 (b)(1), CBC 11B-
202.3.3] 

Exception. For a specific leg of an intersection, the addition of a stop 
sign where a yield condition is already established by signage or traffic 
laws does not require the associated pedestrian facilities be made 
compliant with Governing Standards. 

P204.11.2  Addition of a Marked Crosswalk at an Intersection. The addition of a marked 
crosswalk at an intersection requires the pedestrian facilities serving the 
altered leg of the intersection be made compliant with Governing Standards. 
This includes, but is not limited to, the pedestrian walking surface within the 
roadway and the associated curb transitions. [28 CFR 35.151 (b)(1), CBC 11B-
202.2, 11B-202.3] 

P204.11.3  Addition of a Midblock Crosswalk. The addition of a midblock crosswalk 
requires the pedestrian facilities serving the crosswalk be made compliant 
with Governing Standards. This includes, but is not limited to, the pedestrian 
walking surface within the roadway and the associated curb transitions. [28 
CFR 35.151 (b)(1), CBC 11B-202.2, 11B-202.3] 
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P204.11.4  Emergency Signage Alterations. Nothing in this Policy shall prevent City staff 
from installing signage or striping to protect vehicle, bicycle, and pedestrian 
safety in emergency situations. Should an emergency traffic situation arise, 
which presents significant and immediate harm to vehicular, bicycle, or 
pedestrian traffic, the signage alteration may be completed first and the 
required pedestrian improvements shall be designed and constructed in a 
timely manner at a later date. The timeline for completion shall be 
documented and communicated to the City Traffic Engineer and Accessibility 
Coordinator. 

P205  MAINTENANCE  
P205.1  Overview. 
The maintenance of existing facilities involves treatments that preserve and provide upkeep to 
the improvement as it is constructed. Maintenance activities do not require associated 
pedestrian facilities be made compliant with Governing Standards. However, if the accessibility 
of a pedestrian facility can be reasonably improved within the limits of the maintenance work, 
the improvement to accessibility should be made as part of the maintenance work. 

P205.2  Several Maintenance Treatments are an Alteration. 
The combination of several maintenance treatments occurring at or near the same time may 
qualify as an alteration. If the usability of the item or facility is affected, the improvements shall 
comply with requirements for alterations. [DOJ/DOT Joint Technical Assistance on Title II] 

P205.3  Street and Roadway Maintenance. 
Maintenance treatments are work that preserve an element, prolong its usable life, or serve 
solely to seal and protect the road surface, improve friction, and control splash and spray. 
These treatments do not significantly affect the public's access to or usability of the road.  

P205.3.1  Examples. The following common improvements are some examples of street 
and roadway maintenance activities: 

�x Re-striping or painting 
�x Chip seals 
�x Fog seals 
�x Scrub sealing 
�x Crack filling and sealing 
�x Joint crack seals 
�x Slurry seals 
�x Diamond grinding 
�x Joint repairs 
�x Spot high-friction treatments 
�x Dowel bar retrofit 
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�x Pavement patching 
�x Pothole repairs 
�x Surface sealing 
�x Trench Repair (See Trench Repair P204.9.2.1) 

P205.4  Traffic Signal Maintenance. 
Traffic signal maintenance activities preserve existing signal operations or equipment. These 
activities do not significantly impact the public's access to or usability of the facilities. 

P205.4.1  Examples. Traffic signal maintenance includes, but is not limited to, the 
following activities: 

�x Replace hardware in kind 
�x Software update 
�x Rewire in existing conduit 
�x Replace conduit for existing traffic signal phasing or detection system 
�x Change to an existing pedestrian phase 
�x Change to an existing vehicle phase 
�x Installation of new, repair, or replacement of traffic detection devices, such as 

video or loop detectors 
�x Replace luminaires or bulbs in electrified signals, streetlights, or signs 

P205.4.2  Replacement of All PPB at an Intersection. Where all PPB are replaced at an 
intersection as part of maintenance work, the PPB shall be upgraded to APS. 
[PROWAG R209.1, R209.2] 

Exception. If APS replacement is required and APS device is not available 
due to supply and demand availability, a temporary installation of PPB that 
is not APS may be used in the interim. 

P205.5  Signage and Striping Maintenance. 
Signage and striping maintenance activities preserve an existing signage or striping 
configuration. These activities do not significantly affect the public's access to or usability of 
the facilities. 

P205.5.1  Examples. Signage and striping maintenance include, but is not limited to, the 
following activities: 

�x Realignment of existing crosswalk striping where the overall configuration of 
pedestrian traffic does not change 

�x Restriping in kind 
�x Stripe yellow dividing lane at knuckles 
�x Stripe new bike route or lane 
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�x Stripe new scramble lane 
�x Lengthen striping of turn pocket lane 
�x Addition of In-Roadway Warning Light to an existing marked crosswalk 
�x Add/remove curb paint, street maintenance signage, no stopping sign, etc. 
�x Replacing signage in kind 
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3 PEDESTRIAN ACCESS ROUTES 

P301  TEMPORARY TRAFFIC CONTROL 
P301.1  Safe and Accessible Pedestrian Access. 
Temporary traffic control (TTC) shall provide safe, convenient, and accessible pedestrian access 
during any work that may disrupt or obstruct pedestrian traffic. The TTC plan should start in 
the planning phase and continue through the design, construction, and restoration phases. 
[CA-MUTCD 6A.01-11] 

P301.2  Alternate Route. 
Provisions for effective continuity of accessible circulation paths for pedestrians should be 
incorporated into the TTC process. Where existing pedestrian routes are blocked or detoured, 
information should be provided about alternative routes that are usable by pedestrians with 
disabilities, particularly those who have visual disabilities. Access to temporary bus stops, 
travel across intersections with accessible pedestrian signals, and other routing issues should 
be considered where temporary pedestrian routes are channelized. Barriers and channelizing 
devices that are detectable by people with visual disabilities should be provided. [CA-MUTCD 
6C.01] 

P301.3  Prior to the Start of Work. 
Before construction begins, TTC plans, shall be submitted and approved by the City Traffic 
Engineer. TTC, including necessary signage for pedestrians, bicyclists, and vehicles, shall be in 
place prior to the start of any construction work. [CA-MUTCD 6B.01-07 & 08] 

P301.3.1  Notification. Notification of long-term stationary sidewalk closures shall be 
provided in advance of the commencement of the work. [CA-MUTCD 6D.01-
03] 

P301.4  Technical Requirements. 
TTC plans shall comply with the CA-MUTCD Chapters 6D, 6F.74, 6G.05 and other sections of 
Part 6 related to accessibility and detectability provisions in TTC zones. Additionally, all 
pedestrian routes for TTC shall meet ADA requirements. [PROWAG R205] 

P301.4.1  Pedestrian Pathway Width. The TTC pathway shall be five feet wide, shall 
provide an 84-inch-high vertical clearance, and may be reduced to four feet 
wide if a 60-inch by 60-inch-wide passing area is provided every 200 feet. [CA-
MUTCD 6D.01-11D & 11G] 

P301.4.2  Pathway Surface. The TTC pathway surface shall be a smooth, continuous hard 
surface and shall have no vertical changes in level greater than one-half inch. 
If vertical changes are greater than one-half inch, the surface shall be ramped. 
[CA-MUTCD 6D.01-11C] 
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P301.4.3  Signs, Barriers and Barricades. Signs, barriers, and barricades for pedestrians 
shall follow the Governing Standards outlined in CA-MUTCD Section 6F and 
meet all requirements for safety and accessibility. 

P301.4.4  Detectable Edging. Continuous detectable edging shall be provided at the 
bottom of all fencing, barricades, and barriers used in TTC for pedestrians. [CA-
MUTCD 6F.74]  

P301.4.4.1  Discontinuous Barriers. Cones, tape, and other discontinuous barriers 
are not cane-detectable and shall not be utilized for temporary 
pedestrian access routes. [CA-MUTCD 6D.01-28] 

P301.4.5  Signage for Closures. At locations where alternate walkways cannot be 
provided, signs and devices shall be installed both at the limits of the activity 
and in advance of the closure at the nearest crosswalk or intersection. [CA-
MUTCD 6D.01-03, 6F.14] 

P301.5  Work Vehicle Movement. 
Movement by work vehicles and equipment across designated pedestrian paths should be 
minimized and, when necessary, should be controlled by flaggers or TTC. Staging or stopping 
of work vehicles or equipment along the side of pedestrian paths should be avoided, since it 
encourages movement of workers, equipment, and materials across the pedestrian path. [CA-
MUTCD 6D.01-15] 

P302  PEDESTRIAN WALKING SURFACES 
P302.1  Scoping. 
Ground surfaces shall be stable, firm, and slip resistant. All pedestrian walking surfaces shall 
comply with Governing Standards as noted in CBC 11B-403. 

P302.2  Surface Materials. 
The materials used to construct the surface of a pedestrian walking surface shall meet or 
exceed minimum accessibility standards. [ADAS 302.1, CBC 11B-403.1, PROWAG R302.7] 

P302.2.1  Aggregate Materials. Aggregate materials, such as decomposed granite, may 
be utilized as a pedestrian walking surface if the material is properly stabilized, 
adequately maintained, and the surface complies with the minimum 
accessibility standards. Proper stabilization with the use of binders, 
consolidants, compaction and grid forms may meet the standard of firm, 
stable and slip resistant, but repeated maintenance of the material shall occur 
to achieve the minimum requirements.  Crushed miscellaneous base (CMB) 
shall not be used to construct a pedestrian walking surface. [FHWA Designing 
Sidewalks and Trails for Access Part II of II, 4.3.1.1 & 15.4.2, U.S. Access Board 
Technical Guide for Floor and Ground Surfaces §302.1] 
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P302.2.2  Individual Paving Units. Individual paving units or pavers shall not be utilized 
to construct pedestrian walking surfaces within the PROW. Pavers may be 
used within the pedestrian route on private property when the surface 
complies with the technical requirements for a pedestrian walking surface. 
[CBC 11B-303, 11B-403, PROWAG R302.7.1] 

P302.2.3  Stamped Surfaces. Walking surfaces stamped to provide visual distinction and 
texture shall comply with the technical requirements for a pedestrian walking 
surface. [CBC 11B-303, 11B-403, PROWAG R302.7.1] 

P302.3  Technical Requirements. 

P302.3.1  Openings. Openings in ground surfaces shall not allow passage of a sphere 
more than one-half inch diameter. Elongated openings shall be placed so the 
long dimension is perpendicular to the dominant direction of pedestrian 
travel. [ADAS 302.3, CBC 11B-302.3, PROWAG 302.7.3] 

P302.3.1.1  Pull Box Covers and Manhole Lids. Openings in pull box covers and 
manhole lids located within a pedestrian access route that are greater 
than one-half inch shall be plugged or filled. 

P302.3.2  Expansion and Construction Joints. Expansion or construction joints between 
panels or paving units shall not be greater than one-half inch wide and shall 
be oriented perpendicular to the dominant direction of pedestrian travel. 
Existing joints greater than one-half inch shall be grouted or caulked with 
suitable crack filler or stabilized caulk. [ADAS 302.3, CBC 11B-302.3, PROWAG 
R302.7.3] 

P302.3.2.1  Control or Weakened Plane Joints. Control and weakened plane joints 
shall be properly installed per SSPWC specifications, including one-
eighth inch radius edges. They shall be of the minimum possible width 
and shall be oriented perpendicular to the predominant direction of 
pedestrian travel. 

P302.3.3  Changes in Level. Changes in surface level less than one-quarter inch shall be 
permitted to be vertical and without edge treatment. Changes in level 
between one-quarter inch and one-half inch shall be beveled with a slope not 
steeper than 1:2 (50%). Changes in level greater than one-half inch shall be 
ramped in compliance with the Governing Standards for ramps or shall be 
constructed with a gradual running slope less than 1:20 (5.0%). [ADAS 303, CBC 
11B-303, PROWAG R302.7.2] 
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P302.3.3.1  Warning Curbs. Abrupt changes in level exceeding four inches between 
walks, sidewalks, or other pedestrian ways and adjacent surfaces or 
features shall be identified by warning curbs at least six inches in height 
above the walking surface. [CBC 11B-303.5] 

Exception. A warning curb is not required between a walk or 
sidewalk and an adjacent street or driveway. [CBC 11B-303.5 
Exception 1] 

P302.3.3.2  Tripping Hazard. Changes in level from vertical discontinuities in 
walking surfaces can create tripping hazards for pedestrians. To avoid 
creating a tripping hazard, warning curbs shall not be used to separate 
two pedestrian ways or walking surfaces (See P307.1.2 Sides of Curb 
Ramps). 

P302.3.4  Surface Grinding or Bushing. Surface grinding or bushing of pedestrian 
facilities is discouraged in new construction and alteration projects. Surface 
grinding or bushing may be utilized in maintenance work. Where grinding or 
bushing is used, it shall not create abrupt changes in surface level or otherwise 
cause a reduction in access to the facility or adjacent facilities. The surface 
shall be striated or be otherwise made slip resistant to comply with CBC 11B-
302.1. [CBC 11B-303] 

P303  SIDEWALKS AND WALKS 
P303.1  Scoping. 
All newly constructed or altered sidewalks and walks shall be readily accessible to, and usable 
by, pedestrians who have disabilities. [28 CFR 35.151] 

P303.1.1  Orphaned and Discontinuous Sidewalks and Walks. Newly constructed or 
altered sidewalks and walks shall provide a continuous pedestrian route that 
connects to adjacent or nearby prepared pedestrian routes. [Barden v. City of 
Sacramento, 292 F.3d 1073-9th Circuit 2002, 28 CFR 35.150] 

P303.1.1.1  Remediation. The scope of all projects, where reasonably feasible, shall 
be determined so it includes the remediation of orphaned or 
discontinuous sidewalks. Feasibility is determined on individual basis by 
the City Engineer and Accessibility Coordinator. 
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P303.1.1.2  Where There Is No Feasible Sidewalk Connection. Where there is no 
adjacent or nearby pedestrian route to connect to, sidewalks shall 
terminate in curb ramps, or other accessible transitions, to an adjacent 
bicycle lane or to the paved roadway. This assures that in the absence 
of a prepared pedestrian walkway, pedestrians may travel in bicycle 
lanes or on the edge of the roadway. [CVC 21956(b)] 

P303.2  Technical Requirements. 

P303.2.1  Wet Conditions. Sidewalks and walks shall be designed and constructed to 
prevent water from pooling or ponding on the walking surface. [CBC 11B-
302.1] 

P303.2.2  Minimum Clear Width. The minimum required clear width of a sidewalk or 
walk shall be maintained at all driveways, passages, obstacles, and protruding 
objects. The clear width of a sidewalk or walk shall be measured exclusive of 
the curb. [CalTrans HDM 105.2] 

P303.2.2.1  New Construction. Sidewalks, whether privately or publicly owned, 
shall have a minimum continuous clear width of 60 inches. Specific 
project or code requirements may require a wider clear width. Nothing 
herein shall prevent encroachments that reduce the width below 60 
inches, provided that at least 48 inches of a minimum continuous clear 
width is maintained (See Passing Spaces P303.2.3). [CalTrans HDM 
105.2, FHWA Designing Sidewalks and Trails for Access Part II of II Ch. 
4.1.2.3, CMC 19.06.040(B)(2), PROWAG R302.3] 

P303.2.2.2  Alterations. Sidewalks, whether privately or publicly owned, shall be a 
minimum of 60 inches wide with a minimum continuous clear width of 
48 inches. Nothing herein shall prevent encroachments that reduce the 
width below 60 inches, provided that at least 48 inches of a minimum 
continuous clear width is maintained (See Passing Spaces P303.2.3). 
[PROWAG R302.3]  

Exception. When obstructions cannot be relocated and existing 
conditions prohibit compliance, the clear width of a sidewalk may 
be reduced to 36 inches as determined by the enforcing agency 
through an application and approval for technical infeasibility. [CBC 
11B-403.5.1 Exception 3] 
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P303.2.2.3  Walks. Walks through unrestricted areas, whether public or privately 
owned, should have a minimum clear width of 60 inches, but no less 
than 48 inches. The minimum width of 48 inches should be reserved for 
entrances to private property or accessible routes within a site where 
design constraints exist (See Passing Spaces P303.2.3). [PROWAG 
R302.3, R302.4] 

P303.2.2.4  Chino Specific Plans. The width requirement of 60 inches does not 
apply for Chino Specific Plans that designate sidewalk widths to be 48 
inches, however, the full pedestrian access route must be clear and 
continuous (See Passing Spaces P303.2.3). 

P303.2.2.5  Paved Border Surfaces Adjacent to Vehicular Roadways.  Paved border 
surfaces adjacent to private residential roadways such as motor courts, 
alleys, drive aisles, or similar vehicular ways, shall have a width less than 
18 inches. 

P303.2.3  Passing Spaces. Sidewalks or walks with a clear width less than 60 inches shall 
provide passing spaces at intervals of 200 feet maximum. Passing spaces shall 
be either: a space 60 inches minimum by 60 inches minimum; or an 
intersection of two walking surfaces providing a T-shaped space where the 
base and arms of the T-shaped space extend 48 inches minimum beyond the 
intersection. [ADAS 403.5.3, CBC 11B-403.5.3, PROWAG R302.4] 

P303.2.3.1  Maneuvering Areas. Passing spaces are maneuvering areas. Slopes 
shall not exceed 1:48 (2.083%) in any direction. [ADAS 304.2, CBC 11B-
304.2] 

P303.2.4  Location of Obstructions. Obstructions (utility fixtures, signposts, parking 
meters, streetlights, signal poles, etc.) shall be located outside of the required 
clear width of the sidewalk or be located completely within the landscaped 
portion of the parkway. [ADAS 307.5, CBC 11B-307.5, PROWAG Advisory 
R210.1] 

P303.2.5  Width Transitions. Changes in sidewalk or walk width shall occur gradually. 
The panels of transition shall be constructed with a taper no less than one foot 
in four feet (1:4). 

P303.2.6  Slopes. Except where required by landings, turning spaces, and maneuvering 
areas, the required slopes for a walking surface shall be maintained for the full 
clear width of an accessible route. 

P303.2.6.1  Running Slope. The running slope of a walking surface shall not exceed 
1:20 (5.0%). [ADAS 403.3, CBC 11B-403.3] 



CITY OF CHINO POLICY ON ACCESSIBLE PEDESTRIAN FACILITIES 
2022 UPDATE 

35 | P a g e 

 

P303.2.6.2  Cross Slope. The cross slope of a walking surface shall not exceed 1:48 
(2.083%). [ADAS 403.3, CBC 11B-403.3] 

P303.2.7  Sidewalk Across Alleys, Driveways, and Private Streets. Sidewalks shall 
continue uninterrupted across alleys, driveways, and private streets. They 
shall be constructed in compliance with the technical requirements for a 
pedestrian walking surface. [ADAS 403.1, CBC 11B-403.1] 

P303.2.7.1  Configuration. 

P303.2.7.1.1  Non-Curb Adjacent. Where there is a landscaped area between 
the sidewalk and roadway, the sidewalk shall continue straight in 
line across the alley, driveway, or private street. [City of Chino 
Standard Drawing No. 250 & 255] 

P303.2.7.1.2  Curb Adjacent. Where the sidewalk is curb adjacent, the sidewalk 
across the alley, driveway, or private street may be setback 
around the drive approach. The entire width of the sidewalk shall 
remain in the public right of way. [City of Chino Standard Drawing 
No. 250 & 255] 

P303.2.7.2  Width. The required minimum clear width of the sidewalk or walk shall 
be maintained across alleys, driveways, and private streets. 

P303.2.7.3  Slopes. The running slope of a walk or sidewalk shall not exceed 1:20 
(5.0%).  The cross slope shall not exceed 1:48 (2.083%). The required 
slopes for a walking surface shall be maintained for the full clear width 
of an accessible route. [ADAS 403.3, CBC 11B-403.3] 

P303.2.7.4  Maneuvering Areas. Slopes for maneuvering areas shall not exceed 
1:48 (2.083%) in any direction. [ADAS 304.2, CBC 11B-304.2] 

P303.2.7.5  Detectable Warnings. Detectable warnings at alleys, driveways, and 
private streets shall be installed only where the vehicular traffic is 
controlled by a traffic signal. Detectable warnings should not be 
installed at alleys, driveways, and private streets where vehicular traffic 
is uncontrolled or is controlled by a stop or yield sign. 
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P304  SHARED USE PATHS AND OTHER IMPROVED PEDESTRIAN PATHS 
P304.1  Scoping. 
Shared use paths and other improved pedestrian paths within the City are transportation 
corridors that may be designed for a variety of users. Any improved pedestrian path, used by 
pedestrians or intended for use by pedestrians, shall comply with Governing Standards and be 
fully accessible. This includes, but is not limited to, Class I Bikeways, shared use paths, paseos, 
multipurpose trails, pedestrian/equestrian paths, and other such walking surfaces. [PROWAG 
Supplemental Notice on Shared Use Paths] 

P304.2  Technical Requirements. 
All shared use paths and other improved pedestrian paths shall comply with Governing 
Standards and be fully accessible. Other guidelines or regulations applicable to a specific type 
of facility (i.e., AASHTO Shared Use Paths) may be used if the condition provided therein meets 
or exceeds minimum accessibility requirements. 

P304.2.1  Surface. Pedestrian paths shall comply with Governing Standards for 
pedestrian walking surfaces. [CBC 11B-403.1] 

P304.2.1.1  Aggregate Materials. Shared use paths may be comprised of aggregate 
material, such as decomposed granite, only where it is properly 
stabilized, regularly maintained, and complies with Governing 
Standards for pedestrian walking surfaces and, if applicable, the 
requirements for bikeway surfacing. Proper stabilization with the use of 
binders, consolidants, compaction and grid forms may meet the 
standard of firm, stable and slip resistant, but repeated maintenance of 
the material must occur to achieve the minimum requirements.   [FHWA 
Designing Sidewalks and Trails for Access Part II of II, 4.3.1.1 & 15.4.2, 
U.S. Access Board Technical Guide for Floor and Ground Surfaces 
§302.1] 

P304.2.1.2  Crushed Miscellaneous Base. Crushed miscellaneous base (CMB), or 
similar material, is expressly prohibited from being used as the surface 
material for a shared use path or any other pedestrian path. [National 
Trail Surfaces Study, US Access Board and National Center on 
Accessibility, 2014] 

P304.2.2  Width. The entire clear width of a shared use path or other improved 
pedestrian path shall comply with Governing Standards. [PROWAG R302.3.2] 



CITY OF CHINO POLICY ON ACCESSIBLE PEDESTRIAN FACILITIES 
2022 UPDATE 

37 | P a g e 

 

P304.2.3  Slopes. The running slope of shared use paths or other improved pedestrian 
paths shall not exceed 1:20 (5.0%). The cross slope of shared use paths or 
other improved pedestrian paths shall not exceed 1:48 (2.083%). [ADAS 403.3, 
CBC 11B-403.3] 

P304.2.4  Signage and Markings. Traffic control signage and markings should be 
installed for shared use paths when appropriate and shall conform to the CA-
MUTCD guidelines for the specific type of facility. [CA-MUTCD 9B and 9C] 

P305  OBSTRUCTIONS AND PROTRUDING OBJECTS 
P305.1  Scoping. 
Objects and protruding objects shall not reduce the required clear width of pedestrian routes. 
[ADAS 307.5, CBC 11B-307.5] 

P305.1.1  Location of Elements. Objects in sidewalks, walks, and other improved 
pedestrian paths shall be located outside the minimum clear width of the 
pedestrian facility. This includes, but shall not be limited to, utility fixtures, 
street furniture, fire hydrants, signposts, streetlights, signal poles, mailboxes, 
guy wires, and similar elements. [PROWAG Advisory R210.1] 

P305.1.2  Landscaped Areas. Where landscaped areas are provided between the curb 
and the sidewalk, all obstructions shall be placed in the landscaped portion, 
and they shall not protrude into the sidewalk clear width. [CBC 11B-307.5] 

Exception. Where existing sidewalk is curb adjacent, there is no 
landscaped area, and there are existing right-of-way restrictions to 
obtaining the full clear width requirements for location of elements, clear 
width may be reduced from 60 inches to no less than 48 inches to 
accommodate the obstruction. 

P305.2  Technical Requirements. 
Objects that protrude into or over a pedestrian route shall comply with Governing Standards. 

P305.2.1  Horizontal Clearance. Protruding objects shall not reduce the minimum 
required clear width of walks or sidewalks. [CBC 11B-307.5, PROWAG R210.2] 

P305.2.1.1  Undetectable Projections. Objects located between 27 inches and 80 
inches above the ground are not detectable by white cane users. These 
objects shall protrude no more than four inches into a sidewalk or walk. 
Objects more than 84 inches above the ground are unregulated, except 
where they are installed on shared use paths or parking stalls. [ADAS 
307.2, CBC 11B-307.2, CA-MUTCD 2A.18-07] 



CITY OF CHINO POLICY ON ACCESSIBLE PEDESTRIAN FACILITIES 
2022 UPDATE 

38 | P a g e 

 

P305.2.1.2  Detectable Projections. Objects located less than 27 inches above the 
ground are detectable by white cane users and may protrude more than 
four inches into a sidewalk or walk. [ADAS 307.2, CBC 11B-307.2] 

P305.2.2  Vertical Clearance.  

P305.2.2.1  Pedestrian Routes. Objects located within or over a pedestrian route 
other than shared use paths shall provide a minimum vertical clearance 
of 84 inches. [CA-MUTCD 2A.18-07] 

P305.2.2.2  Shared Use Paths. Objects shall not overhang or protrude into any 
portion of a shared use path at or below 96 inches measured from the 
finish surface. [PROWAG R210.3] 

P305.2.2.3  Accessible Parking. Signs and elements within or over accessible 
parking stalls and access aisles shall provide a minimum vertical 
clearance of 98 inches. [ADAS 502.5, CBC 11B-502.5] 

P305.2.2.4  When Minimum Clearance is Not Provided. Where vertical clearance 
is less than the required minimum, guardrails or other barriers 
complying with Governing Standards shall be provided. [ADAS 307.4, 
CBC 11B-307.4, PROWAG R402.4] 

P305.2.3  Specific Obstructions. 

P305.2.3.1  Guy Wires and Braces. Guy wires and braces shall provide a minimum 
vertical clearance of 84 inches above pedestrian walking surfaces. Guy 
wires and braces shall not reduce the minimum clear width of a 
pedestrian route. [CBC 11B-307.4, 11B-307.5, CA-MUTCD 2A.18-07] 

P305.2.3.1.1  Angled Guy Supports. Angled guy supports shall not be located 
within the pedestrian route or within 24 inches of the pedestrian 
route. Angled guy supports may be used if they are located 24 
inches or more outside the pedestrian route and provide the 
required minimum vertical clearances. [CBC 11B-307.4.1] 

P305.2.3.1.1.1  Remediation. Non-compliant angled guy supports shall be 
remediated as part of any alteration or new construction 
project. Angled guy supports located within the pedestrian 
route or within 24 inches of the pedestrian route shall be 
relocated a minimum of 24 inches outside the sidewalk; or 
the angled support shall be replaced with a vertical brace 
that provides a minimum vertical clearance of 84 inches. 
[CBC 11B-307.4.1, 11B-202.3.1]] 
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P306.2.2  Size. A maneuvering area shall be no less than 48 inches long and 48 inches 
wide. The width of any side of a maneuvering area shall be at least as wide as 
the adjoining pedestrian ways that create it. [CBC 11B-403.5.1 Exception 3, 
PROWAG R302.3] 

P306.2.3  Slopes. The slopes in a maneuvering area shall not exceed 1:48 (2.083%) in any 
direction. [ADAS 304.2, CBC 11B-304.2, PROWAG R304.3.2] 

P307  CURB RAMPS AND TRANSITIONS  
P307.1  Scoping. 
Curb ramps, blended transitions, or a combination of curb ramps and blended transitions are 
required wherever a prepared pedestrian surface crosses a curb. Where each marked or 
unmarked crosswalk connects to a prepared pedestrian surface, a curb ramp or curb transition 
shall be installed. Curb ramps or curb transitions shall be provided at any intersection of newly 
constructed or altered streets where there are barriers to enter the pedestrian walkway. [28 
CFR 35.151(i), CA Gov. Code 4450(a), PROWAG R207.1, CBC 11B-206.2.19] 

P307.1.1  Curb Transitions at Unprepared Surfaces. Where the boundaries of sidewalks 
extend across an intersection and create a crosswalk, curb ramps shall be 
provided where the sidewalk or walk crosses the curb on the initiating side of 
the crosswalk. Curb ramps may be required on the receiving side of a crosswalk 
where there is no prepared pedestrian walking surface. [28 CFR 35.151(i), CVC 
275] 

P307.1.1.1  Signalized Intersection. If the intersection is signalized, a curb ramp and 
pedestrian refuge shall be provided on the receiving side of the 
crosswalk where there is no prepared pedestrian surface. This curb 
ramp and pedestrian refuge shall provide access to pedestrian push 
buttons. [CA-MUTCD 4E.08-03 & 04] 

P307.1.1.2  Unsignalized Intersection. If the intersection is unsignalized, curb 
ramps are not required on the receiving side of the crosswalk where 
there is no prepared pedestrian surface. [DOJ/DOT Joint Technical 
Assistance on Title II] 

P307.1.2  Sides of Curb Ramps. Where a pedestrian circulation path crosses the curb 
ramp, it shall have flared sides. Curb ramps with vertical curbs may be used 
where pedestrians would not normally walk across the ramp or where existing 
conditions prevent the use of a flare. When a curb ramp is bordered by a curb, 
there shall be a non-walkable surface adjacent to the vertical curb (such as 
landscape, cobble, etc.). [ADAAG 4.7.5, PROWAG R304.2.3]  
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P307.1.2.1  Non-walkable Surfaces. Landscape material or cobblestones per the 
City Standards should be used for surfaces adjacent to curb ramps with 
vertical curbs. The width of the non-walkable surface shall be a 
minimum of 24 inches. 

P307.2  Curb Ramp Orientation. 
When curb ramps are constructed or reconstructed, one curb ramp should be provided for 
each pedestrian street crossing. [HDM 105.5(2), PROWAG R207.1, CBC 11B-206.2.19] 

P307.2.1  Directional Curb Ramp. Directional curb ramps are aligned parallel with the 
crosswalk so there is a straight path of travel from the top of the curb ramp to 
the center of the crosswalk, to the top of the curb ramp on the other side. 
Aligning curb ramps directionally is preferred for pedestrians and is the most 
direct path of travel across the roadway. [PROWAAC Special Report, Ch. 4] 

P307.2.2  Shared Curb Ramps. Shared curb ramps are placed on the apex of a corner of 
an intersection and shares multiple crosswalks. These ramp orientations 
should be avoided as they put pedestrians at risk by forcing them to maneuver 
within an area exposed to vehicular traffic and predicting pedestrian 
movements becomes questionable for motorists. [PROWAAC Special Report, 
Ch. 4] 
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P307.3  Types of Curb Ramps and Transitions. 
Curb ramps may be perpendicular, parallel, or a combination of parallel and perpendicular. 
Blended transitions can also be combined with curb ramps to connect pedestrian access routes 
at each crosswalk. [CBC 11B-406.1, PROWAG R105.5, R207.1] 

P307.3.1  Perpendicular Curb Ramps. Perpendicular curb ramps have a ramp run that 
cuts through or is built up to the curb at right angles or meets the gutter break 
at right angles where the curb is curved. Alignment is perpendicular to the 
curb. [PROWAG R304.1] 

P307.3.1.1  Directional Perpendicular Curb Ramps. Curb ramps aligned parallel 
with the crosswalk and perpendicular to the curb. 

P307.3.1.2  Directional Non-Perpendicular Curb Ramps. Curb ramps aligned 
parallel with the crosswalk but that do not meet the curb 
perpendicularly. 

P307.3.1.3  Skewed Perpendicular Curb Ramps. Curb ramps that are not aligned 
parallel with the crosswalk but do meet the curb perpendicularly. A 
maneuvering area shall be provided at the bottom of these curb ramps 
and within the crosswalk to align the pedestrian in the direction of 
travel through the crosswalk. 

P307.3.2  Parallel Curb Ramps. Parallel curb ramps have a ramp run that is in-line with 
the direction of sidewalk travel and lower the sidewalk to a maneuvering space 
where a turn is made to enter the pedestrian street crossing. A parallel curb 
ramp may be provided with one sloping segment or two opposing sloping 
segments. [PROWAG R304.1, CBC 11B-406.3] 

P307.3.3  Diagonal or Shared Curb Ramps. Diagonal or corner type curb ramps are 
perpendicular or parallel curb ramps that are oriented diagonally at an 
intersection and serve more than one street crossing. Shared or diagonal curb 
ramps are discouraged in new construction and alteration projects and shall 
not be utilized if another design option is feasible. The below exceptions may 
apply to alterations, provided that the resulting shared or diagonal curb ramp 
complies with the Governing Standards. For clarification, the exceptions below 
are exceptions to the City Policy discouraging the use of shared or diagonal 
curb ramps and are not exceptions to the Governing Standards or other site 
standards that may necessitate a different design option. [CBC 11B-206.2.19, 
PROWAG R207.1, R207.2] 
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Exception 1. In an alteration project that involves replacement or 
alteration of a shared or diagonal ramp, the replacement or altered 
ramp may be shared or diagonal if other transition designs are 
technically infeasible. Application for technical infeasibility shall be 
submitted and approved prior to construction of diagonal ramps 
justifying why other ramp designs are not feasible (See Technical 
Infeasibility P204.6). [PROWAG R207.2] 

Exception 2. Where the purpose of a project is limited to improving the 
accessibility of an existing shared or diagonal curb ramp, or any of its 
individual components (ramp run, landing, detectable warnings, flares, 
or gutter) or the crosswalk it serves, the curb ramp may continue to be 
a shared or diagonal curb ramp. [28 CFR 35.133, CBC 11B-108] 

Exception 3. Where a project involves alteration to an adjoining 
crosswalk or other pedestrian access route but does not alter or replace 
an existing shared or diagonal curb ramp, the existing ramp does not 
have to be modified if it is in compliance with the applicable ADA 
standards at the time it was last constructed or altered. [28 CFR 
35.150(b)(i), DOJ/DOT Joint Technical Assistance Supplemental Q&A, 
Q1] 

P307.3.4  Blended Transitions. A blended transition is where the sidewalk is lowered, or 
the pedestrian crossing is raised to create a flush transition from one to the 
other. A blended transition that spans the curb return across both pedestrian 
crossings serves the purpose of two curb ramps. [PROWAG R304.1, HDM 
105.5(2)] 

P307.3.5  Center Medians and Islands. Where a pedestrian route intersects a center 
median or curbed island, a cut-through at the same level as the surface of the 
roadway within the crosswalk shall be provided for a continuous pedestrian 
route. [CBC 11B-406.6] 

P307.4  Technical Requirements. 

P307.4.1  Wet Conditions. Curb ramps shall be designed and constructed to prevent 
water from pooling or ponding on the walking surface. [ADAS 406.1, CBC 11B-
406.5.5, PROWAG R302.7] 

P307.4.2  Location. Curb ramps shall be located so the ramp run is directional to the 
crosswalk it serves. Curb ramps at marked crossings shall be wholly contained 
within the markings, excluding flared sides (where provided). [ADAS 406.5, 
CBC 11B-206.2.19, 11B-406.5.1, PROWAG R207.1] 
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Exception. Parallel curb ramp runs shall be parallel with the direction of 
sidewalk travel and the turning space shall be perpendicular to the 
crosswalk it serves. [PROWAG Advisory R304.1] 

P307.4.3  Landing. A landing is a turning space that shall be provided at the top of 
perpendicular curb ramps and blended transitions. [ADAS 406.4, CBC 11B-
406.5.3, PROWAG R304.2.1] 

P307.4.3.1  Depth and Width. The clear depth of a landing shall be a minimum of 
48 inches. The clear width of a landing shall be at least as wide as the 
width of the curb ramp run or transition. [CBC 11B-406.5.3, PROWAG 
R304.2.1] 

P307.4.3.2  Slopes. The slopes of the landing shall not exceed 1:48 (2.083%) in any 
direction. [CBC 11B-406.5.3, PROWAG R304.2.2] 

P307.4.4  Turning Space. A turning space shall be provided at the bottom of parallel curb 
ramps. [PROWAG R304.3.1, CBC 11B-406.3.2] 

P307.4.4.1  Depth and Width. The clear depth of the turning space at the bottom 
of a parallel ramp shall be as deep as the size of the adjoining walking 
surface. Providing for the detectable warnings, the depth of the turning 
space shall be 72 inches. The clear width of the turning space shall be a 
minimum of 48 inches. [PROWAG R304.3.1, CBC 11B-406.3.2, 11B-
705.1.2.2.2.1] 

Exception. Where the turning space is constrained at the back-of-
sidewalk, the clear width shall be no less than 60 inches in the 
direction of the pedestrian street crossing. [PROWAG R304.3.1] 

P307.4.4.2  Slopes. The slopes of the turning space shall not exceed 1:48 (2.083%) 
in any direction. [CBC 11B-304.2, PROWAG R304.3.2] 

P307.4.5  Ramp Run. 

P307.4.5.1  Width. The clear width of a curb ramp run or blended transition shall 
be a minimum of 48 inches. Curb ramp width should match the width 
of the facility it serves. [CBC 11B-406.5.2, PROWAG R304.5.1.1] 

P307.4.5.1.1  Shared Use Path. In shared use paths, the width of curb ramp run 
or blended transition shall be equal to the width of the shared use 
path. [PROWAG R304.5.1.2, AASHTO Guide for the Development 
of Bicycle Facilities 5.3.5] 
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P307.4.5.1.2  Other Improved Pedestrian Paths. For widened sidewalks or 
improved paths other than shared use paths, the curb ramp run 
or blended transition will be assessed for geometrics, purpose 
and other criteria on a case-by-case basis to determine the best 
width of the facility as determined by the Accessibility 
Coordinator and the City Traffic Engineer. 

P307.4.5.1.3  Bordered by a Curb. A curb ramp or transition that is constrained 
by a curb, on one or both sides, shall have a minimum width of 60 
inches. Curbs shall run parallel to the direction of the ramp run. 
[PROWAG Advisory R304.2.3] 

P307.4.5.2  Running Slope. The running slope of a ramp run for perpendicular or 
parallel curb ramps shall not exceed 1:12 (8.33%). The running slope for 
a blended transition shall not exceed 1:20 (5.0%). [ADAS 406.1, CBC 
11B-406.2.1, 11B-406.3.1, 11B-406.4.1. PROWAG R304.2.2, R304.3.2, 
R304.4.1] 

P307.4.5.3  Cross Slope. The cross slope of a ramp run, or blended transition shall 
not exceed 1:48 (2.083%). [ADAS 406.1, CBC 11B-406.5.7, PROWAG 
R304.5.3] 

P307.4.6  Grade Breaks. Grade breaks shall not be located on ramp runs, landings, or 
turning spaces. Grade breaks shall only be located at the top and bottom of a 
ramp run and shall be oriented perpendicular to the direction of the ramp run. 
Surface slopes that meet at grade breaks shall be flush. [PROWAG R304.5.2, 
CBC 11B-406.5.6] 

P307.4.6.1  Grade Breaks on Directional Non-Perpendicular Curb Ramps. 
Directional curb ramps that are not truly perpendicular to the curb face 
shall have the bottom perpendicular grade break behind the curb face. 
The grade break shall be located at the bottom end of the shorter side 
of the ramp run. This results in a triangular walking surface between the 
lower grade break and the curb face. The running slope of this triangular 
segment shall not exceed 1:20 (5.0%). The cross slope of this triangular 
segment shall not exceed 1:48 (2.083%). 

P307.4.7  Flares. 

P307.4.7.1  Location. The flared sides of curb ramps or blended transitions shall be 
located so they do not project into vehicular lanes, parking spaces, or 
parking access aisles. [CBC 11B-406.5.1] 
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P307.4.7.2  Slopes. Where provided, curb ramp flares shall not exceed 1:10 (10.0%) 
measured parallel to the curb line. [ADAS 406.3, CBC 406.2.2, PROWAG 
R304.2.3] 

P307.4.8  Gutters. 

P307.4.8.1  Slopes. The counter slopes of adjoining gutters and road surfaces 
immediately adjacent to and within 24 inches of the curb ramp run, 
shall not exceed 1:20 (5.0%). Where a gutter is part of a maneuvering 
area, such as with skewed perpendicular or diagonal curb ramps, it shall 
comply with technical requirements for a maneuvering area. [ADAS 
406.2, CBC 11B-406.5.8, PROWAG R304.5.4] 

P307.4.8.2  Adjacent Surfaces at Transitions. The adjacent surfaces at curb 
transitions or curb ramps to sidewalks, walks, gutters, and roadways 
shall be flush. [ADAS 406.2, CBC 11B-406.5.8, PROWAG R302.7.1] 

P307.4.9  Clear Space. 

P307.4.9.1  Curb Ramps. Beyond the bottom grade break of a curb ramp, a clear 
space of 48 inches minimum by 48 inches minimum shall be provided 
within the width of the pedestrian street crossing and wholly outside 
the parallel vehicle travel lane. The clear space should be the width of 
the curb ramp run. [PROWAG R304.5.5] 

P307.4.9.1.1  Diagonal or Shared Curb Ramps. The bottom of diagonal curb 
ramps shall have a clear space 48 inches minimum outside active 
traffic lanes of the roadway. At marked crosswalks, the 48 inches 
minimum clear space shall be within the markings. This clear 
space at diagonal or shared curb ramps requires pedestrians to 
turn to access crosswalks, therefore, this space is a maneuvering 
area and shall not exceed 2.083% slope in any direction. [ADAS 
406.6, CBC 11B-406.5.9, 11B-304.2] 

P307.4.10  Center Medians and Islands. 

P307.4.10.1  Width. The clear width of the accessible route at center medians and 
islands shall be 60 inches or the same width as the crosswalk, whichever 
is greater. [CBC 11B-406.6, PROWAG R302.3.1] 

P307.4.10.2  Slopes. The running slope shall not exceed 1:20 (5.0%) and the cross 
slope shall not exceed 1:48 (2.083%). [CBC 11B-403.3, PROWAG 
R302.5.3, R302.6] 
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P307.4.11  Detectable Warnings. Detectable warnings are required at curb ramps, 
transitions, and islands [CBC 11B-406.5.12 & PROWAG R208.1]. See section on 
Detectable Warnings for scoping and technical requirements. 

P308  DETECTABLE WARNINGS 
P308.1  Scoping. 
Detectable warnings are used to communicate information to pedestrians with visual 
disabilities to identify the transition between the sidewalk and the street or other vehicular 
way such as a parking lot or controlled driveway. Detectable warnings shall meet the scoping 
requirements of CBC 11B-247.1 

P308.1.1  Location. Detectable warnings are required at all curb ramps, blended 
transitions, islands, and cut-through medians, as well as alleys, driveways, and 
private streets where the vehicular traffic is controlled by a traffic signal. [CBC 
11B-247.1.2, PROWAG R208.1] 

Exception 1. Detectable warnings shall not be placed at alleys, driveways, 
and private streets where vehicular traffic is uncontrolled or is controlled 
by a stop or yield sign.  

Exception 2. Detectable warnings shall not be placed on medians or islands 
less than 72 inches wide, as measured parallel to the direction of 
pedestrian travel from face of curb to face of curb. [PROWAG R208.2] 

P308.2  Technical Requirements. 
Detectable warnings shall meet the technical requirements of CBC 11B-705.1 

P308.2.1  Type. Detectable warnings may be cast-in-place plates or panels, mortar-set 
paving units or tiles, or surface applied systems that are liquid resin or acrylic 
based with a base layer of minimal thickness. Detectable warning surfaces 
should be vehicle-load rated. All detectable warnings shall be installed as 
provided in the California Code of Regulations. [CBC 11B-705.3] 

P308.2.2  Color and Contrast. Detectable warning surfaces shall provide a visual contrast 
with adjacent walking surfaces and shall be yellow and approximate FS 33538 
of SAE AMS-STD-595A. [CBC 11B-705.1.1.3.1] 
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P308.2.3  Location. 

P308.2.3.1  Perpendicular Curb Ramps. Detectable warnings at perpendicular curb 
ramps shall extend 36 inches in the direction of travel. Detectable 
warnings shall extend the full width of the ramp run less 2 inches 
maximum on each side, excluding any flared sides. Detectable warnings 
shall be located so the edge nearest the curb is 6 inches minimum and 
8 inches maximum from the demarcation line at the face of the curb 
between the curb and the gutter, street, or highway. [CBC 11B-
705.1.2.2.1] 

P308.2.3.1.1  Directional Non-Perpendicular Curb Ramps. Detectable warnings 
shall also be placed on the triangular area between the lower 
grade break and the back of curb on directional non-
perpendicular curb ramps. The 36 inches shall be measured 
where the lower grade break meets the zero-curb face. [CBC 11B-
705.1.2.2.1] 

P308.2.3.2  Parallel Curb Ramps. Detectable warnings at parallel curb ramps shall 
be in the turning space so the edge nearest the curb is 6 inches 
minimum to 8 inches maximum from the demarcation line at the face 
of the curb between the curb and the gutter, street, or highway. 
Detectable warnings shall extend the full width of flush transition of the 
turning space less 2 inches maximum on each side. [CBC 11B-
705.1.2.2.2] 

P308.2.3.2.1  One entrance/exit point. Where the turning space of a parallel 
curb ramp has one entrance/exit point other than the sloped 
ramp segments, detectable warnings shall be 36 inches deep, as 
measured perpendicular to the curb, and the turning space shall 
provide minimum 36 inches wide portion without detectable 
warnings to allow pedestrian travel in the direction of the 
sidewalk without traveling over detectable warnings. [CBC 11B-
705.1.2.2.2.1] 

Exception. Where it is technically infeasible to provide a 
minimum 72 inches wide turning space, as measured 
perpendicular to the curb, the depth of detectable warnings 
may be reduced to 24 inches minimum. Application for 
technical infeasibility must be submitted and approved (See 
Technical Infeasibility P204.6). [CBC 11B-705.1.2.2.2.1] 
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P308.2.3.2.2  Two entrance/exit points. Where the turning space of a parallel 
curb ramp has two entrance/exit points other than the sloped 
ramp segments detectable warnings shall be 36 inches deep at 
both entrance/exit points, as measured perpendicular to the 
curb, and the turning space shall provide a minimum 36 inches 
wide portion without detectable warnings to allow pedestrian 
travel in the direction of the sidewalk without traveling over the 
detectable warnings. [CBC 11B-705.1.2.2.2.2] 

Exception. Where it is technically infeasible to provide a 
minimum 108 inches wide turning space, as measured 
perpendicular to the curb, the depth of detectable warnings 
may be reduced to 24 inches minimum. Application for 
technical infeasibility must be submitted and approved (See 
Technical Infeasibility P204.6). [CBC 11B-705.1.2.2.2.2] 

P308.2.3.3  Blended Transitions. Detectable warnings at blended transitions shall 
be placed at the flush transition to the roadway (face of the zero curb). 
Detectable warnings shall extend the full length of the flush transition 
less 2 inches maximum on each side and shall have a minimum depth 
of 36 inches in the direction of travel, as measured perpendicular to the 
face of the curb. [CBC 11B-705.1.2.5] 

P308.2.3.4  Center Medians and Islands. Pedestrian islands or cut-through medians 
greater than 72 inches in length measured in the direction of pedestrian 
travel shall have detectable warnings 36 inches in depth extending the 
full width of the pedestrian path or cut-through less 2 inches maximum 
on each side. Detectable warnings shall be placed at the edges of the 
pedestrian island or cut-through median and shall be separated by 24 
inches minimum of walking surface without detectable warnings. [CBC 
11B-705.1.2.3] 

Exception. Where pedestrian islands or cut-through medians are 
less than 96 inches in length measured in the direction of 
pedestrian travel, detectable warnings shall be equally reduced 
from 36 inches to no less than 24 inches in depth to provide a clear 
space of 24 inches between the detectable warning surfaces. [CBC 
11B-705.1.2.3 Exception] 

P308.2.4  Clear Ground Space. Detectable warning surfaces shall not be permitted 
within clear ground spaces, such as adjacent to pedestrian push buttons and 
other maneuvering spaces along a circulation path. [CBC 11B-304.2] 
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P309.6.2  Slopes. All crosswalks shall comply with the accessibility requirements for 
slopes of pedestrian walking surfaces. [CBC 11B-403.3] 

P309.6.2.1  Running Slope. The maximum running slope of a crosswalk, as 
measured in the direction of pedestrian travel, shall not exceed 1:20 
(5.0%). [CBC 11B-403.3] 

P309.6.2.2  Cross Slope. The maximum cross-slope of a crosswalk, as measured 
perpendicular to the direction of pedestrian travel, shall not exceed 
1:48 (2.083%). [CBC 11B-403.3] 

P309.6.2.2.1  Maneuvering Areas within Crosswalks. The portion of the 
roadway where a pedestrian is required to maneuver or turn to 
stay safely within the crosswalk is a maneuvering area. See 
Technical Requirements for Maneuvering Areas  

P309.6.2.2.2  Marked Crosswalks with Changes in Directions. Marked 
crosswalks that change directions contain maneuvering areas. 
See Technical Requirements for Maneuvering Areas  

P309.6.3  Striping. The clear width of the crosswalk shall have no conflicting traffic 
control markings within it, other than the markings identifying the crosswalk 
itself. [CA-MUTCD 3A.02-04] 

P309.6.3.1  Crosswalks at Intersections. Crosswalks at intersections may be 
marked or unmarked. Unmarked crosswalks shall not have changes in 
direction. [CVC 275] 

P309.6.3.2  Marked Crosswalks. Marked crosswalks shall follow the Governing 
Standards in CA-MUTCD Section 3B.18. Crosswalks at midblock 
locations shall be marked. [CVC 275] 

P309.6.4  Obstructions. The full width of the crosswalks shall have no obstructions lower 
than 84 inches for its full length. [CBC 11B-307.4, CA-MUTCD 2A.18-07] 

P309.7  Pedestrian Push Buttons and Accessible Pedestrian Signals. 
Pedestrian push buttons (PPB) and accessible pedestrian signals (APS) shall be accessible for 
all users and shall comply with the requirements of the CA-MUTCD Sections 4E.08 through 
4E.13, CBC 11B-309 and PROWAG R403, R404 and R406. 

P309.7.1  Operation. PPB installed as part of a new construction, alteration, or 
maintenance project shall be capable of being operated with a closed fist, 
without grasping or twisting. [CBC 11B-309.4, PROWAG R403.4] 





CITY OF CHINO POLICY ON ACCESSIBLE PEDESTRIAN FACILITIES 
2022 UPDATE 

55 | P a g e 

 

Exception 1. If physical constraints that make it impractical 
to provide 10 feet separation between two PPB, the 
pushbuttons may be placed closer together or on the same 
pole. [CA-MUTCD 4E.08-08]. 

Exception 2. If APS is closer than 10 feet or located on the 
same pole, requirements for tone, tactile arrows, and 
verbal messages shall comply with CA-MUTCD Sections 
4E.11 through 4E.13. [CA-MUTCD 4E.10-03] 

P309.7.3.3.3  PPB for Different User Groups. Multiple PPB that activate the 
traffic signal for different users (bicycle, equestrian), are not 
required to comply with the requirement for minimum separation 
distances and may be mounted on a common pole. This applies 
to the same or different crossing directions. 

P309.7.4  Orientation. The operable face of the PPB shall be oriented parallel to the 
crosswalk direction-of-travel which the PPB serves. [CA-MUTCD 4E.08-04] 

P309.7.5  Clear Ground Space. A clear ground space shall be provided at each PPB. [CBC 
11B-205.1, 11B-309.2, PROWAG R404.1] 

P309.7.5.1  Dimensions. The clear ground space shall be no less than 30 inches by 
48 inches in size. Clear ground spaces may overlap landings, 
maneuvering spaces, and accessible routes. [CBC 11B-305.3, 11B-305.6, 
PROWAG R404.3] 

P309.7.5.2  Slopes. Clear ground spaces shall have slopes less than 2.083% (1:48) in 
all directions. [CBC 11B-305.2] 

P309.7.5.3  Surface. Changes in level are prohibited on the surface of the clear 
ground space. [CBC 11B-305.2] 

P309.7.5.3.1  Overlap with Detectable Warnings. Clear ground spaces shall not 
overlap or contain a detectable warning surface. [CBC 11B-305.2] 

P309.7.5.4  Approach. The clear ground space may be positioned for either a 
forward approach to the face of the PPB, or for a parallel (side) 
approach to the face of the PPB. [CBC 11B-305.5, PROWAG R404.5] 

P309.7.5.4.1  Forward Approach. The 30-inch-wide leading edge of the clear 
space at a forward approach shall abut the face of the PPB. [CBC 
11B-308.2] 
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P309.7.5.4.1.1  Distance Between PPB and Clear Ground Space.  No 
obstruction or distance between the edge of the clear space 
at a forward approach and the operable portion of the PPB 
is permitted. [CBC 11B-308.2.1, PROWAG R406.2] 

P309.7.5.4.1.2  Position of PPB to Clear Ground Space. The PPB may be 
located anywhere within the 30-inch leading edge of the 
clear space at the forward approach. The clear ground 
space is not required to be on the curb ramp side of the 
pole. 

P309.7.5.4.2  Parallel or Side Approach. The 48-inch side of the clear ground 
space at a parallel, or side, approach shall be parallel to the face 
of the PPB. [CBC 11B-308.3] 

P309.7.5.4.2.1  Distance Between PPB and Clear Ground Space. An 
obstruction less than 10 inches in depth and less than 34 
inches in height, is permitted between the 48-inch side of 
the clear space at a side approach and the face of the PPB. 
A PPB may be placed within a non-walking surface or curb 
ramp flare or be separated from the clear space by a curb if 
the distance between the face of the PPB and the clear 
space is less than 10 inches. [CBC 11B-308.3.1 Exception 1, 
11B-308.3.2, PROWAG R406.3] 

P309.7.5.4.2.2  Position of PPB to Clear Ground Space. The PPB may be 
located anywhere within the 48-inch side of the clear space 
of a parallel approach; however, it should be located within 
the forward 36-inches of the space for ease of use. The clear 
ground space is not required to be on the curb ramp side of 
the pole. 

P309.8  Pedestrian Crossing Time. 
Pedestrian crossing time shall be calculated by the walk and pedestrian change intervals in 
accordance with CA-MUTCD Section 4E.06 and shall be based on a pedestrian clearance time 
that is calculated using a pedestrian walking speed of 3.5 feet per second or less [PROWAG 
R306.2].  
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